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Welcome to SITECH SmartGuide & Go - your go-to resource for quick, clear, and step-

by-step guidance on using Trimble technology with confidence. This series is designed

to help you navigate common setup tasks, optimise performance, and get the most out

of your equipment—without needing to call support.

In this guide, we'll walk you through Adding a Correction Source in Trimble GCS900,
with easy-to-follow instructions to ensure you're up and running in no time.

Adding a correction source to GCS900 system on a CB460 and CB450
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Press and hold the OK button while turning the screen on with the Power button

Keep the OK held down and release the Power button

When the opening screen appears, you can release the OK button.

Your menu will now have more options in your list.

This is shown as a RED dot in front of the option.

This will allow you to edit and add correction licences.

Select: Menu then the Installation softkey then highlight Connectivity Settings

and select OK

Setup Menu - Installation

Machine Settings Sl
® Units
# Machine Measurements

Option Keys Installation
® Valve Calibration
# Dip Reduction
® Upgrade Firmware

Guidance Hours
® Select Language Mode: 3D
® Operator Configuration 1 x GNSS

Software version: 13.13-RC3
OS version: Desktop Windows
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Select: GNSS Base Configuration and OK

Connectivity Settings

Internet Connection Settings
Wi-Fi Network

Connected Community Settings
Wireless Data Sync

GNSS Base Configuration
Control Box's Radio Port
Machine Radio Configuration
Select Radio Band

Remote Assistant Configuration

Use 4 and ¥ to select the required connectivity setting option and press OK.
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Select: VRS/Single base - Remote Base then Create New softkey

GNSS Base Configuration

Create
New

Relative Corrections

* VRS/Single Base - Remote Base «None»
IBSS - Remote Base None
SNRxxx - Local Base

Wi-Fi - Local Base

Third Party Radio - Local Base

* Active Configuration

Use 4@ and ¥ to select the item.
Use 41 and ®p to change selection or edit.
Press OK to accept.
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Enter the Server, Port, Licence Username, Password

Then select the arrow softkey in bottom right corner.

Remote Base Configuration
List
Remote Base Configuration
Server:

VRSNOW.COM.AU x

Port:
2101 *

Server User Name:
SITECHR1

Server Password:

KK RO KK

* Required Field -
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Select the required stream.

Then select the arrow softkey in bottom right corner.

Remote Base Configuration
Correction Stream
Correction Type Name
CMR+ 20 _TVN_CMR_PLUS
CMR+ 20 _TVN_NEAREST_CMR_PL
CMR+ TVN_CMR_PLUS
CMR+ TVN_NEAREST_CMR_PLUS
CMRx 20 TVN CMR X
CMRx 20 TVN_CMR_X GPS_GLO
CMRX 20_TVN_NEAREST_CMR_X
CMRX TVN_CMR_X
4 Back
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The screen will create a name automatically.
You can edit or add detail to the name here.

Then select Finish softkey

Remote Base Configuration

Remote Base Name

CMRx 20_TVN_CMR_X

4 Back

Finish

$ +0.000m 3 4k &

Now you will have a stream saved.

Select Test softkey to confirm.

GNSS Base Configuration
Create

New

Relative Corrections

* VRS/Single Base - Remote Base «CMRx 20_TVN_CMR_X» Edit
IBSS - Remote Base None
SNRxxx - Local Base

Wi-Fi - Local Base

Third Party Radio - Local Base

Delete

* Active Configuration

Use 4 and W to select the item.
Use 4 and ®p to change selection or edit.
Press OK to accept.

Test
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Highlight the stream you have created.

Then select Test softkey

Remote Base Test
CMRx 20 TVN_CMR X

CMR+ 20_TVN_CMR_PLUS
CMRx 20_TVN_CMR_X 01
[None]
Server: WWw.vrsnow.com.au
Port: 2101
Stream Type: CMRx
Stream Name: 20_TVN_CMR_X

Highlight the Remote Base you wish to test and
press Test.

Test

$ +0.000m ¢

X+

The screen will then show

“Successfully connected and validated correction stream press OK to continue”

Press OK and this will take you back to the menu, you can now return to the main
screen.
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